
Our product combines reliability and 
speed (up to 2.2 m/s) with low costs. 
Simple configuration, flexible curtain, 
and maximum safety with integrated 
photocells. Available in stock for fast 
delivery.

So simple that it 
assembles itself.

Designed for quick installation with 
the help of just one technician.

RolliGO KIT



RolliGO KIT Key Features and Technical Specifications of the Product

Structure Galvanized. Optional RAL coating or AISI 304 stainless steel.

Clear Opening Dimensions 3000 mm x H 3000 mm

Opening Speed 0.8 m/s three-phase or up to 2.2 m/s (adjustable) – Acceleration and Deceleration

Closing Speed 0.8 m/s (adjustable) – Acceleration and Deceleration

Wind Pressure Resistance UNI EN 12-424 Class 1

Power Supply 230V or 400V Three-Phase AC

PVC curtain Polyester fabric in 3 sections joined with an extra-strong aluminum profile, 950 g/m².
Difficult to ignite – Class 2.
Fully glazed section.
Posts with sealing gasket.

Supplied in Stock Sizes Width: 1500 / 1750 / 2000 / 2250 / 2500 / 2750 / 3000 mm
Height: 2500 / 3000 mm

Installation Designed for quick installation with the help of just one 
technician. Easily adaptable to all sizes.
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